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Free appover:

Additional app functions: N
- Timer —\

- Sleep mode .”.}

- Fan speed K

- Smart functions ’.

Cooling capacity: A
9000 BTU

-®

Air recirculation:
up to 400 m*/h

aaerson

Productvideo

) Air conditioning unit
N\ CL3716

Download

H B WiFi control - easily in a home . Cooling capacity: 9000 BTU
Smart Life App

wireless or via the Internetonthego . Coolant: R 290
W W Additional functions via smartphone . Air recirculation: up to 400 m*/h
and tablet PC*) by free download a . Sound level: 65 dB(A)
separate app**) via [ . Energy efficiency class A

E B Additional app functions: . 4easy-running rollers for easy

N - transp or t
Programmable timer (to the Incl. infrared remote control

Avallable on the

Srlnlnute) q "*(incl. batteries)

—>léép moce Incl. 1.5 m exhaust hose and window  Sensor touch control panel
- Fan speed =Lt

- Smart functions * Cord storage

M Sensor touch panel * 220-240V, 50 Hz, 780 W

- 24-hour timer = Wx HxD approx. 354 x 698 x 338 mm

- Fan with 2 speed levels .
- Adju.Stable air flaps -*) Smartphone and tablet PC not included

- LED display (temperature and =*) Apple system requirements: iOS 8.0 or higher

timer) Android system requirements: Android 4.4 or
higher

-3in 1 -cooling, dehumidifying,
ventilating
- 2 filters (removable)

Color: Black/White Dimensions (approx. W x H x D) and weight CTC Clatronic International GmbH
Article no.: 263 887 Unit: 354 x 698 x 338 mm; 22 kg Idustrering 0540
Article EAN-Code: 4006 160 638 875 Box: 400 x 868 x 400 mm el 145 (0] 215220060
PU: 1 Fax: +49 (0) 21 52/20 06 19 99
20"/40"/HQ Container: XXX / XXX / XXX info@clatronic.de

Delivery: XXX www.clatronic-germany.com
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The right to make technical and design modifications in the course of continuous product development remains reserved. @/ 13.11.18 | Marketing_file 03/18
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